The easy handling smooth performers 
for landscaper, contractor, 
homeowner, farmer, camper. 


Nobody. was ever sorry © 
he bought the best there is. 


SKIL. 


§ ERWTOOLS wb Xf 


~~... mS [HAK 


and Versatility needed for 
_@ Clearing, Land 
Camping. a 

’ © Cutting Fence Rails 
Cutting Firewood — 

y mming Trees : 


ling Trees 


Cee al tools with all oo, roe 


‘Cutting Thick Undergrowth 


COMPARE 


these features and discover why the stand- 
out Chain Saws are Skilsaw. 


LIGHTWEIGHT DESIGN 


The special construction features engi- 
neered into Skilsaw Chain Saws reduce 
weight but not cutting effectiveness. The 
power heads (less bar and chain) weigh 
from as little as 6% Ibs. up to a husky 24 
Ibs. This lower weight factor makes han- 
dling the saw easier, less tiring. 


TOUGH GUIDE BARS 

Skil puts super-tough stellite inserts on the 
nose of the guide bar (gasoline powered 
models only) to increase its durability and 
resistance to punishing abuse while cutting. 


EASY STARTING 


The precision made gasoline engine doesn’t 
fight you when it comes to starting. Skil- 
saw Chain Saws are equipped with either 
a choke or primer and all have an auto- 
matic recoil starter system (except the elec- 
tric Model 1600). Just a short pull of the 
starter handle and you put Skilsaw power 
to work, quickly. 


SMOOTH CUTTING GUARD CHAIN 
Skilsaw Chain Saw guard chains (except on 
Models 1600, 1610, 1612) give you a “‘bite’’ 
depth that assures smooth cutting, safe op- 
eration, especially on small diameter limbs 
or logs. Tooth shape design reduces cut- 
ting drag, makes maximum use of power 
delivered from engine. 


EFFECTIVE CHAIN OILING 


Skilsaw Chain Saws employ an automatic 
and manual oiling system to keep chain 
oiled during operation. (Models 1631, 1630, 
1600, have a manual system only.) When 
operating saw under tough cutting conditio- 
ns additional oil can be applied by using 
thumb activated oiler lever. 


FIELD-PROVED ENGINES 

Skilsaw Chain Saw engines are proved in the field for stamina, depend- 
ability, operating economy. Laboratory research and testing continually 
improve engine performance characteristics to produce maximum per- 
formance in every cutting situation. Skil-built engines are piston ported 
to produce an efficient flat power curve. Large fins keep engine cool during 
long operating periods. Precision bearings assure best power transmission 
and operating performance. 
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Here are more reasons why you should choose 


SKILSAW 


GASOLINE POWERED 


CHAIN SAWS 


ALL ATTITUDE CARBURETOR 
Permits efficient engine operation in any position. 


NOISE REDUCING MUFFLER 


EXTERNAL TENSION ADJUSTING 
Guard chain easily adjusted for proper tension without 
dismantling saw. 


RECESSED TRIGGER-TYPE THROTTLE 
Located in underside of handle for finger-tip control 
and prevention of accidental starts. 


FLYWHEEL COVER ——_$_—$—$—$— $$$ <_ _ 
Protects flywheel from 
branches, sawdust and 
debris. 


IGNITION SWITCH EASILY ACCESSIBLE e HANDLE-EASE GRIPS 
Both forward and rear handle contoured to assure 
comfort, improve handling safety. 


FULLY INSULATED SPARK PLUG 
MINIMUM MAINTENANCE REQUIREMENT 


MADE BY SKIL. THE WORLD’S LEADING 
MANUFACTURER OF SAWS. 


SKILSAW. 
CHAIN 


NEWEST, LIGHTEST 
CHAIN SAW OF ALL 


Weighs just 6 Ibs. 7 oz. . . . most powerful for its size. 
It's a natural for professional users who can use the 
lightest, most comfortable—and, for its size—most pow- 
erful chain saw of all. Also ideal for landscapers, farmers, 
police and fire emergency services, campers, home- 
owners. 


MODEL 1610 

With 12” Bar and Chain 

e@ Most powerful in its class with 2.2 cu. in. capacity 
engine 


@ Ideal for felling trees, trimming branches, cutting 
lumber and logs, clearing brush 


® Has automatic and manual chain oiler for smoother 
performance, longer chain life 


MODEL 1645 with 16” Bar and Chain 


@ Powerful 4.2 cu. in. engine 

e Best Chain Saw for all around serivce 

® Recommended for wood cutting — from tree felling 
to trimming 

e@ Preferred by most pulpwood cutters because of 
power and light weight 


@ Has fuel primer for easier starts; automatic as well as 
manual chain oiler for maximum chain and bar life 


MODEL 1644 Power Head Only 
@ Same as Model 1645, but supplied without bar 
and chain 


@ Can be equipped with bar and chain up to 
24” in length 


® Big fuel capacity gives users more working time 
between refills — has % pint gas tank. . . holds 
Y% pint of oil 

® Balanced for easy handling . . . one hand starting 


MODEL 1612 
With 16” Bar and Chain 


@ Has same features as Model 1610 but with longer bar 
and chain for felling trees up to 32” in diameter 


$18995 


$21495 


GASOLINE 
POWERED 


MODEL 1631 with 16” Bar and Chain MODEL. 166] with 20” Bar and Chain 


Powerful 4.2 cu. in. engine e 
Excellent for everyday cutting service, tree felling 
or trimming. 

Handles easily, fells trees up to 32” diameter 
Equipped with choke and manual chain oiler © Has fuel primer for easier starts; automatic 
An excellent chain saw for home and farm, or for as well as manual chain oiler for maximum 
professional use at lower cost chain and bar life 


Powerful 5.8 cu. in. engine 
e Has additional power for increased production 


e Excellent felling, bucking and limbing 
chain saw 


$ 39950 


MODEL 1660 Power Head Only 


© Same specifications as Model 1661, without 
bar and chain 
@ Select bar and chain to fit your needs, 


up to 30” in length 
$26995 


MODEL 1690 Power Head Only 


8.5 cu. in. engine 
Most powerful performer in a direct drive chain saw 
For 24” through 60” bars and chain 
A big timber saw—features 8.5 cubic inch engine 
for tremendous power 
@ Has fuel primer, automatic as well as manual 
chain oiler 
e Large 3 pint fuel capacity 


MODEL 1630 Power Head Onl: 


® Same as Model 1631 without bare 


s 
® Select bar and chain, up to 24” in lens Z> 
as required for service intended F 95 


$214 


SKILSAW. 


ELECTRIC 
POWERED 
CHAIN SAW 


it 


MODEL 1600 with 10” Bar and Chain 


© Powerful 12 amp motor delivers cutting action to 
satisfy landscapers, carpenters working on interior 
construction, construction crews and homeowners 

® Has double insulated reinforced motor housing for 
user safety—no grounding required 

e Includes reversible cutting bar, manual oiler, 


built-in chain adjustment 
Only 19” long overall 


$8995 


EXTENSION CORD 


RECOMMENDATIONS 
length, feet | gauge 
25 | 18 


50 16 
100 14 
150 12 


Generator recommendations should be 
ree not less than 3KW at 115 volts 
AC. 


For complete specifications, see back cover. 


For accessories, see Page 7. 


LIST PRICE FOR GASOLINE POWER HEADS AND POWER HEADS WITH BAR AND CHAIN 


] POWER T | 
MODE ONLY. 16” 20" 24" 30” 36" 42" 43” 
1630 $174.95 | $199.95 | $206.95 | $213.95 
1631 199.95 | 
1644 214.95 239.95 246.95 253.95 | 
1645 239.95 | 
1660. | 269.95 292.95 299.95 306.95 | $319.95 | 
1661 299.95 
1690 399.50 437.50 450.50 | $464.50 | $477.50 $489.50 


SAW CHAIN — 
.058 Gauge except when noted 


e Precision ground, hard chrome plated, razor 
sharp cutters for longer life. Narrow kerf, 
easy filing, self cleaning cutter design. 

® Guard chain has specially shaped tang for 

controlled tooth bite to minimize ‘‘kick- 

back"’. For smooth, safe operation-especially 
when cutting limbs, small logs, or ‘boring’ 
with the nose bar. 

Standard chain is preferred by some profes- 

sional loggers for fast cutting. 

For best performance and most economical 

service, we recommend that a new sprocket 

be installed with each new chain. 


part 
no. description 


3029994) 10” Std. Chain 
180552}| 12” Std. Chain 


CHAIN SAW 


ACCESSORIE 


REELS — Saw Chain 


In convenient, easy-to-dispense spools. All 
chain is .058 gauge and includes joining kits. 
Permits make up of loops for bar lengths 
other than standard. Use for all .058 gauge 
chain makes. 


part chain reel,| retail 
no pitch length price 
72900 Yl! 25 $147.50 
72901 Yl" 50’ 287.50 
72902 ye" 100’ 575.00 
72903 ¥e" Guard Chain 25/ 147.50 
72904 ¥%" Guard Chain 50’ 287.50 
72905 ¥%" Guard Chain 100’ 575.00 
72906 404 25/ 141.50 
72907 404 50’ 283.00 
72908 404 100’ 566.00 
zas10 | Yet 50’ | 283.00 


.) 


GUIDE BARS 

Bars with hard tip Stellite nose welded in place 
are shown “‘H.T.”" for standard length and 
“H.T.I."" for bars with extra long industrial 
nose rail. 


part use on retail 
no. description models price 


180554+| 16” Std. Chain 
+.050 Gauge 


225553 | 15” Std. Chain 
225554 | 16” Std. Chain 


222810] 10” Guide Bar, H.T. 1600, 1610, | $18.00 
222812) 12” Guide Bar, H.T. 1612 


222816] 16” Guide Bar, H.T. 1610, 1612 21.50 
227415] 15” Guide Bar, H.T. 21,95 


use on re 


part 
no. description models price 


BUCKING SPIKES @A=E\ 


178799 | Standard 
1644, 1645 


1630, 1631, | $ 2.95 


177345 | Standard 1660, 1661 2.50 
270341 | Standard 1690 3.95 
275341 | Deep Western 1690 6.65 
HANDLES is 

178616 | Full Wrap-Around 1630, 1631, 14.50 


1644, 1645 
177616 | Full Wrap-Around 


1660, 1661 14.) 
1690 


276625 | High Wrap-Around 19.50 
275768 | Flush Cut 1690 19.50 
FILES 
900055 | 55.’ dia. File For 4 
‘or Ya! 1.55 
10088 elle, Holder Pitch Chain | 3.95 
73169 | 72!’ dia, File For Yel” & 1.55 
73171 | 72!" File, holder 404 Pitch 3.95 
& handle Chain 


OIL FOR ENGINE & CHAIN 
Specially Compounded Chain Saw Oil. 


72781 | Pint 1.65 
72782 | Y Gallon Allmodets | 3375 


CHAIN GUARD SHEATH — 


a Protects chain when | 1630, 1631, 


225555 | 20" Std: Chain 227416] 16” Guide Bar, H.T. | 1630, 1631, | 21.95 mounted on bar. 1644, 1645, | 3.45 
225556 | 24” Std. Chain 227420] 20” Guide Bar, H.T. | 1644, 1645, | 24.95 1660, 1661 
225557*| 30” Std. Chain 227424] 24” Guide Bar, HT. | 1660, 1661 | 27.95 
226553 | 15” Guard Chn. 227430| 30” Guide Bar, H.T. 34.95 
226554 | 16” Guard Chn. [2a] 
226555 | 20’ Guard Chn. 228415| 15” Guide Bar, H.T. 21.50 
2255 GS ZH) eG ug | 
Ei ward Chn.. 0” Guide Bar, H. 34.50 J 
*For use on Models 1660, 1661 only. 228436 | 36” Guide Bar, H. ea phat 41.50 GUIDE PLATE , aed 
228442 | 42” Guide Bar, H 1687, 1690' | 48-59 Provides channel for | 1630, 1631, 
228553 |15” Std. Chain] 53 20.50 228448) 48” Guide Bar, H ; 54.50 177160 | chain oil to enter bar | 1644) 1645' | 1-45 
228556 | 24’ Std. Chain | 77 hezo, | 28:50 228454) 54” Guide Bar, H 59.50 " 
208587 |30” std. Chain | 03 1870, | 35.50 228460| 60” Guide Bar, H.T.1, 66.50 
ZH |S Sa | 12 awe | aR a 
. Chain | 125 |. d . 
228561 | 4a” Std. Chain |140 | 2885 | 54.50 > SPARK ARRESTOR = 
229556 | 24” Guard Chn.| 77 » | 29.50 SPROCKETS i= & inimi: 
229557 | 30” Guard Chn.| 93 1690 | 35/50 daaraal teen res tte fenouaeaet ees 
a ‘i if jazard in dry : ‘i : 
229559 | 36” Guard Chn.| 105 42.50 seoess leicon 1600, 1610, | 5.59 281749 | timber 1660, 1661, | 2-25 
231556 |24’ Std. Chain | 62 hess, | 29.50 1690 
231557 |30” Std. Chain | 75 i686, | 35.50 178653 | 7-Tooth 1630, 1631, | 6.25 
231559 | 36” Std. Chain | 84 1687, | 42.50 1644, 1645 
231560 hain | 100 1690 | 48.50 
231561 hain | 112 |%4” |(with 54.50 188651 | 7-Tooth 1660, 1661 6.25 BUMPER PLATE 
231563 | 54” Std. Chain | 124 loptional | 59.50 177651 | 8-Tooth f 6.25 : 
231564 |60” Std. Chain | 140 Isprocket| 66.50 For free, fast cutting 
IN. 270645 | 7-Tooth (.404 pitch) | 1670, 1680, | 6.25 177344 Jin place of bucking | 1660, 1661 2.50 
70662) 270662 | 6-Tooth (¥2” pitch) | 1690 6.25 spike 
7 
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LSAW. 


CHAIN SAW SELECTION GUIDE 


GASOLINE 
POWERED 


AND COMPARATIVE SPECIFICATIONS 


ELECTRIC 
POWERED 


Model No. 1610 

Power Head Weight—Ibs. 6% 13% 13% 13% 16% 16% 

Bar Length—Inches 12 16 - 16 - 16 — 20 - 
Optional Blade Length—Inches 10, 16 10,12 listhru 24/15thru24| 15thru24 | 15thru24 | 16thru30 | 16thru30 | 24 thru 60 
Drive Type Direct 

Bore & Stroke—iInches 1%, x 1% 1kyx 1% | 4x1 % | 24x1Y%, | Wexl% 24x1% 25x 1% 24,x1% | 2x 1% 
Cu. In. Displacement 2.2 2.2 4.2 4.2 4.2 [ 4.2 5.8 5.8 8.5 
Fuel Mix 16:1 16:1 16:1 16:1 16:1 16:1 16:1 16:1 16:1 
Fuel Capacity—Pts. 63. 63 1.85 1.85 1.85 1.85 1.7 U7 3.0 
Chain Oiler Capacity—Pts. 25 25 A8 A8 A8 A8 40 40 .60 
Chain Lubrication Auto. & Man.| Auto. & Man.| Man. Man. | Auto. & Man | Auto. & Man. |Auto. & Man. |Auto. & Man. | Auto. & Man. 
Engine 2-cycle piston ported 

Starter Automatic recoil 

Ignition Weatherproof high tension magneto 

Carburetor Fully enclosed—all attiude 

Priming Choke Choke i] Choke ] Choke Primer Primer Primer Primer | Primer 
Chain Pitch—Inches “A VU % % % % % Ye -404 
Chain Gauge .050 .050 .058 hi .058 .058 .058 -058 -058 .058 
Sprocket Teeth 8 | 8 of! 7 if Pf 7 L ‘A rf 
cuide Bar ae 

Shipping Wt., Ibs. 9 9% 191% 19% 16% 16% 191%4 2214 27 


*Power Head Only 


60630 


inois 


Chicago, Illi 


SKIL Corporation 5033 Elston Avenue 


Printed in U.S.A. 


Prices subject to change without notice. 


CPI-47274 


